SVA, SVA-ST, SVA-LT, SVA-HS, SVA-S, SVA-L,
REG, REG-SA/SB, SCA, SCA-X and FIA

Accessories

Cap incl. gasket for SVA, SVA-ST, SVA-LT, SVA-HS, SVA-S, SVA-L, REG, REG-SA/SB, SCA and SCA-X

Valve size Code number
3-10 148B4074
15-20 148B4075
25-65 148B4076
80-100 148B4077
125-150 148B4078
200 148B4079

Please note: All accessory caps are red.

Hand wheel incl. nut and washer for SVA, SVA-ST, SVA-LT, SVA-HS, SVA-S, SVA-L, REG, REG-SA/SB, SCA and SCA-X

Valve size Code number
3-10 148B4073
15-20 148B4060
25-40 148B4062
50-65 148B4064
80 148B4065
100 148B4066
125-150 148B4067
200 148B4068
Spring for SCA, SCA-X, CHV and CHV-X
0.04 bar / 0.58 psi 0.3 bar / 4.35 psi
Valve size Code number Code number
15-20 148G3204 148G3206
25-40 (before November 2012) 148G3205 148G3207
25-40 (After November 2012) 148B6180 148B6179
50 148G3475 148G3480
65 148G3476 148G3481
80 148G3477 148G3482

Gasket for housing/top cover for SVA-HS, SVA-S, SVA-L and FIA

Valve / filter size

Code number

15-20 148B4153

25-40 148B4154

50 148B4155

65 148B4156

\ / 80 148B4157
100 148B4158

125 148B4159

150 148B4160

200 148B4161

Grease for packing gland All valve types and sizes 148H3445
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